
lbs. kg. lbs. kg.

24 X 24 610 X 610 K-1 50 23 Q-1 122 55

30 X 30 762 X 762 K-2 65 29 Q-2 166 75

30 X 36 762 X 914 Q-3 190 86

36 X 30 914 X 762 K-3 77 35

36 X 36 914 X 914 K-4 86 39 Q-4 219 99

42 X 42 1067 X 1067 K-5 109 49

30 X 48 762 X 1219 Q-6 231 105

48 X 48 1219 X 1219 KD-2 152 69

48 X 72 1219 X 1829 KD-3 214 97

60 X 60 1524 X 1524 KD-4 222 101

24 X 24 610 X 610 T-1 53 24

30 X 30 762 X 762 T-2 68 31

36 X 30 914 X 762 T-3 81 37

36 X 36 914 X 914 T-4 91 41

42 X 42 1067 X 1067 T-5 113 51

48 X 48 1219 X 1219 TD-2 172 78

48 X 72 1219 X 1829 TD-3 224 102

60 X 60 1524 X 1524 TD-4 230 104

24 X 24 610 X 610 TER-1 100 45

30 X 30 762 X 762 TER-2 110 50

36 X 30 914 X 762 TER-3 120 54

36 X 36 914 X 914 TER-4 130 59

42 X 42 1067 X 1067 TER-5 165 75

48 X 48 1219 X 1219 TRD-2 200 91

48 X 72 1219 X 1829 TRD-3 275 125

60 X 60 1524 X 1524 TRD-4 285 129

11/19/18

Not Available

BILCO will engineer the proper 
amount of lift assistance based on 
type and weight of flooring material 

specified

Models with "D" in the model # indicate double leaf configuration

Floor Access Doors - With Non-Drainage Channel Frame
Standard Sizes and Shipping Weights

Accepts Architectural 
Flooring Material up to 1" 

(25mm) in thickness

Accepts Carpet or 
Composition Flooring 

Material

Not Available

Specify 1/8" (3mm) or 3/16" (5mm) 
molding based on flooring material 

thickness

Consult Factory

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

In addition to the standard sizes shown above, BILCO can custom fabricate 
products to meet your special size requirements. Contact The BILCO Company or 
your local sales representative.  

Consult Factory

Consult Factory

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

Not Available

Weight

STEEL

inches mm

Diamond Pattern Plate

Weight(width x length)
Model#

SIZE ALUMINUM

Model#


